


Safety glasses 

Long pants 

Closed-toe rubber-soled shoes 

Hard hat 

The three most important practices in accomplishing a job are SAFETY, SAFETY, 
and SAFETY.  Be sure to check the inside of the house for structural damage such 
as missing columns and walls. 

Wear appropriate safety attire: 
- Hard hat 
- Safety glasses 
- Long pants 
- Closed-toe rubber-soled shoes 
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Step 1 
Place wooden furring strips lengthwise along a piece of tarp. 

Each furring strip is 6 feet (1.8 m) in length, so if you are covering 

a large area, you may need to abut two or more strips until you 
have a long enough length of wood. 

Allow approximately 2 feet (60 cm) of tarp to wrap around the fur- 
ring strips, so that you have three or four tightly wound layers. 

Be sure that you do an “overhand roll” on these furring strips so 
that the length of tarp extends from the top, not the bottom. 
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To prevent rust stains, use 8d common galvanized steel nails, and 
space them 2 feet (60 cm) apart on center. 

If possible, extend the tarp 4 feet (1.2 m) beyond the damaged 
area on either side to apply additional furring strips and prevent 
leaks. 

Step 2 
(60 cm) below the damaged area on the slope of the roof. 
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Shingle Asphalt Roof







Step 5 Use the overhanging tarp at the ridge cap of the roof to apply ad- 
ditional furring strips on the abutting slope.  Wrap the strips using 
the same overhand roll method detailed in Step 1 and nail it to the 
shingles.  The tarp should be pulled taut over the ridge cap to pre- 
vent wind and rain from getting under it.  Remember to space the 
nails no more than 2 feet (60 cm) apart on center. 
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Shingle Asphalt Roof
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If the section of repair is large, it may be a good idea to use 

Step 6 Use 2 feet (60 cm) of tarp on the right side to wrap furring strips. 
Do an overhand roll and wrap the wood three or four times with 
plastic. Nail these furring strips into the shingles, ensuring that they 
are no less than two feet from the damaged area of the roof. 

Shingle Asphalt Roof
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Nailing or screwing furring strips to the top of any metal roof will permanently 

for areas where the metal roof is missing or where it is severely damaged. 

Before beginning the tarp installation process, all damaged metal should be ham- 
mered down or cut off.  Any protruding metal will destroy a temporary tarp roof.



Each furring strip is 6 feet (1.8 m) in length, so if you are covering 

a large area, you may need to abut two or more strips until you 
have a long enough length of wood. 

Allow approximately 2 feet (60 cm) of tarp to wrap around the fur- 
ring strips, so that you have three or four tightly wound layers. 

Be sure that you do an “overhand roll” on these furring strips so 
that the length of tarp extends from the top, not the bottom. 
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Step 1 
Place wooden furring strips lengthwise along a strip of tarp. 

Metal/Tin Roof





Now anchor the cords to the ground with tent stakes or other 
suitable securing devices. 
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Step 3 
If you are using parachute cords to secure the tarp, thread the 
cords through the grommets in the tarp and pull it taut. 

Metal/Tin Roof
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Tile roofs are inherently slippery. Pay careful attention to damaged areas of the 
roof, as broken tile pieces will increase the risk of a fall.
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Now anchor the cords to the ground with tent stakes or other 
suitable securing devices. 

Step 1 
If you are using parachute cords to secure the tarp, thread the 
cords through the grommets in the tarp and pull it taut. 

Tile Roof






